
CARRIER/BDP SUPERHEAT CHART

50° WB 52° WB 54° WB 56° WB 58° WB 60° WB 62° WB 64° WB 66° WB 68° WB 70° WB 72° WB 74° WB 76° WB
55° amb 9 12 14 17 20 23 26 29 32 35 37 40 42 45
60° amb 7 10 12 15 18 21 24 27 30 33 35 38 40 43
65° amb * 6 10 13 16 19 21 24 27 30 33 36 38 41
70° amb * * 7 10 13 16 19 21 24 27 30 33 36 39
75° amb * * * 6 9 12 15 18 21 24 28 31 34 37
80° amb * * * * 5 8 12 15 18 21 25 28 31 35
85° amb * * * * * * 8 11 15 19 22 26 30 33
90° amb * * * * * * 5 9 13 16 20 24 27 31
95° amb * * * * * * * 6 10 14 18 22 25 29
100° amb * * * * * * * * 8 12 15 20 23 27
105° amb * * * * * * * * 5 9 13 17 22 26
110° amb * * * * * * * * * 6 11 15 20 25
115° amb * * * * * * * * * * 8 14 18 23

Notes: 1. (*) Do not attempt to charge system under these conditions or refrigerant slugging may occur.
2. Add charge if actual superheat temperature is higher than chart value and remove if lower. Allow ± 5° F for tolerance.

TEMPERATURE PRESSURE CHART (R22) TEMPERATURE PRESSURE CHART (R410A)

Temp °F PSIG Temp °F PSIG Temp °F PSIG Temp °F PSIG Temp °F PSIG Temp °F PSIG Temp °F PSIG Temp °F PSIG
– 40 0.5 7 30.0 34 60.1 82 148.4 – 40 11.7 7 - 34 107.3 82 245.9
– 38 1.3 8 30.9 35 61.5 84 153.2 – 38 13.0 8 60.9 35 - 84 253.5
– 36 2.2 9 31.8 36 62.8 86 158.2 – 36 14.4 9 - 36 111.6 86 261.2
– 34 3.0 10 32.8 37 64.2 88 163.2 – 34 15.9 10 63.9 37 - 88 269.2
– 32 3.9 11 33.7 38 65.6 90 168.4 – 32 17.3 11 - 38 116.0 90 277.3
– 30 4.9 12 34.7 39 67.1 92 173.7 – 30 18.9 12 67.0 39 - 92 285.5
– 28 5.8 13 35.7 40 68.5 94 179.1 – 28 20.5 13 - 40 120.5 94 294.0
– 26 6.9 14 36.7 42 71.4 96 184.6 – 26 22.2 14 70.2 42 125.1 96 302.6
– 24 7.9 15 37.7 44 74.5 98 190.2 – 24 23.9 15 - 44 129.9 98 311.4
– 22 9.0 16 38.7 46 77.6 100 195.9 – 22 25.7 16 73.4 46 134.8 100 320.4
– 20 10.1 17 39.8 48 80.8 102 201.8 – 20 27.5 17 - 48 139.8 102 329.6
– 18 11.3 18 40.8 50 84.0 104 207.7 – 18 29.4 18 76.8 50 144.9 104 339.0
– 16 12.5 19 41.9 52 87.4 106 213.8 – 16 31.4 19 - 52 150.2 106 348.5
– 14 13.8 20 43.0 54 90.8 108 220.0 – 14 33.5 20 80.2 54 155.6 108 358.3
– 12 15.1 21 44.1 56 94.3 110 226.4 – 12 35.6 21 - 56 161.1 110 368.2
– 10 16.5 22 45.3 58 97.9 112 232.8 – 10 37.8 22 83.8 58 166.7 112 378.3
– 8 17.9 23 46.4 60 101.6 114 239.4 – 8 40.0 23 - 60 172.5 114 388.7
– 6 19.3 24 47.6 62 105.4 116 246.1 – 6 42.4 24 87.4 62 178.5 116 399.2
– 4 20.8 25 48.8 64 109.3 118 252.9 – 4 44.5 25 - 64 184.5 118 410.0
– 2 22.4 26 49.9 66 113.2 120 259.9 – 2 47.3 26 91.2 66 190.7 120 420.9
0 24.0 27 51.2 68 117.3 125 277.9 0 49.8 27 - 68 197.1 125 ~449.3
1 24.8 28 52.4 70 121.4 130 296.8 1 - 28 95.1 70 203.6 130 478.9
2 25.6 29 53.6 72 125.7 135 316.6 2 52.5 29 - 72 210.3 135 ~510.1
3 26.4 30 54.9 74 130.0 140 337.2 3 - 30 99.0 74 217.1 140 542.5
4 27.3 31 56.2 76 134.4 145 358.9 4 55.2 31 - 76 224.0 145 ~576.6
5 28.2 32 57.5 78 139.0 150 381.5 5 - 32 103.1 78 231.1 150 612.1
6 29.1 33 58.8 80 143.6 155 405.1 6 58.0 33 - 80 238.4 155 ~449.3


